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We present a new automated dosing system developed by the Institute for Automation of the University of Rostock, Germany. The
new system is designed for the dosing of chemical liquids in the range of 50µL–2.5mL. It is integrated into a miniaturized reactor
system to be used in the ﬁeld of combinatorial synthesis. The reactor system can be pressurized up to 150 bar and tempered
up to 200◦C. A wide range of liquids with diﬀerent physical properties can be handled with the new dosing system. A detailed
description of the new dosing system in terms of function and operation as well as the relevant features and potential beneﬁts is
provided.
1. INTRODUCTION
Materials research, biology, and chemical industry play the
most important role in our modern life. In the recent
times, a number of new technologies have been developed
to aid modern laboratory research. High throughput screen-
ing (HTS) and combinatorial chemistry are good examples.
Combinatorialchemistryisgenerallyusedtodiscover,forex-
ample, new reactions and catalysts because it facilitates the
simultaneous generation and testing of a large number of
compounds. However, it is quite challenging to establish new
techniques for rapid and reliable dosing of diﬀerent ﬂuids in
the reactor containers. These techniques have to meet com-
binatorial reaction requirements, in special conditions, that
is, in combinatorial catalysis such as high reaction pressure
and temperature, dealing with low volumes, and the reliable
and accurate dosing of diﬀerent kinds of chemical reagents.
1.1. Liquid-handlingsystems
Inthemodernlaboratoryitisveryimportanttobeabletore-
duce the material volumes. Beside cost reduction due to con-
sumption of expensive reagents, there are other crucial rea-
sonstoreducethematerialvolumes.Theseincludereduction
in the waste disposal costs, reduction in the time of screen-
ing, and reduction in the well-plate storage costs. Therefore,
it is vital to control the handling of lower liquid volumes as
w e l la sr e d u c i n gt h e s ev o l u m e sa sm u c ha sp o s s i b l ewi t hh i gh
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reliability, high accuracy, low service cost, and highly parallel
fashion.
Recently, various liquid-handling systems have been de-
veloped tosolvethe problemofdosing lowvolumes ofdiﬀer-
ent kinds of ﬂuids. Some of them are quite similar to ink-jet
print heads so they use drop-on-demand technology for in-
jecting single liquid drops in the range of hundreds of pico-
liters. Several interesting low-volume liquid-handling tech-
nologies are based on solenoid valves sometimes in combi-
nation with other drivers. The limitation of these technolo-
gies regarding the combinatorial reaction requirements lies
in their use under atmospheric pressure.
Conventional pumps like microrotary pumps found in
the market could dose high-viscose liquids only up to 40
bar. Another example are syringe pumps, they are capable
of dosing reliably under high pressure for a wide range of
diﬀerent liquids, but they are not suitable to be integrated
with our miniaturized reaction system. Additionally, prob-
lems will appear in order to keep the sealing of the reaction
system from the outside environment. Therefore, there is a
need to develop a new microsystem that fulﬁls the combina-
torial reaction requirements listed previously.
1.2. Requirementsofthenewmicrodosingsystem
The miniaturized high-pressure reactor system consists of 8
reactorswith2.5mLinternalvolumeseach.Itisusedincom-
binatorial chemistry to discover new reactions and catalysts.
With the help of an automatic control, this system can be
pressurized up to 150 bar and heated up to 200◦C. Figure 1
showstheprincipleoftheminiaturizedhigh-pressurereactor
system.Automated Micro Dosing System for High Pressure Reactors 231
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Figure 1: Integration of MDS with the reactor system.
The new liquid-handling system had to be developed
to dose a wide range of compounds used in combinatorial
chemistry in the reactor containers. The dosing process has
to be performed automatically either before or after build-
ing up high pressure in the reaction system. The new MDS is
terminated to a controller, in our case a personal computer.
Moreover, the new microdosing system must meet the above
listed requirements of liquid-handling systems.
2. OPERATING PRINCIPLE
WiththedevelopmentofthenewMDS,twoimportantprob-
lems arise. First, the precise handling of liquids in the micro-
liter range, and the second is the ability to perform liquid
dosing when the reactor system is set under high pressure.
Figure 2 shows the schematic diagram of the operating
principle of the new microdosing system. It consists of three
main components
(i) A conventional micropump, which is a microgear
pump.
(ii) A two-position multiport valve.
(iii) A self-designed magnet-pipe pump based on the sy-
ringe technology.
Additionally a sample loop is used to store the amount of
liquid that needs to be injected into the reactor’s container.
The liquid volumes that are injected into the reactor con-
tainer match the volume of the sample loop used. A stain-
less steel capillary is used to connect all the microdosing sys-
tem components to each other. It has an internal diameter of
0.88mm.
At the core of the MDS is a magnet-pipe pump that
is based on syringe technology. As shown in Figure 2, the
magnet-pipe pump has a 10mm diameter piston that moves
in a 10cm long stainless steel pipe. The piston is made of
magnet material coated with stainless steel hollow case. A
linear-moving system moves an outside magnet ring around
the pipe. The piston can move inside the pipe body as the
linear system moves the outside magnet ring. The movement
of the piston from its start position to its end position is used
to inject the liquid inside the sample loop into the reactor
container.
The multiport valve separates the reaction system from
the outside environment. The valve is cased in a way that the
systemcomponentsconnectedtoitarearrangedintwoinde-
pendentseparatedloopsinordertosealthereactionenviron-
ment from outside one. The ﬁrst loop (Loop 1) is an atmo-
sphere loop when the valve is switched to position A. In this
loop the sample loop is connected to the micro gear pump
and the waste. In position B, the loop 2 (the high-pressure
loop) is loaded. In this loop the sample loop is connected
to the reactor and to the magnet-pipe pump. Figures 3 and
4 show a schematic drawing of these two loops. The atmo-
sphere path includes liquid reservoir, microgear pump, and
the sample loop.
2.1. Thedosingprocess
The way of dosing the liquid using the microdosing system is
based on consecutive steps performed by the system compo-
nents, as shown in Figures 2 and 3.
First of all, the multiports valve is in the position A. In
this position the sample loop is connected to the microgear
pump and the waste. The pump transfers the liquid from its
reservoir into the sample loop for a short time (Figure 2).
Secondly, by the actuation of the multiport valve, the latter
switches its position into position B. In this case, the sam-
ple loop connects to the high-pressure loop. By actuating the
magnet pump, a piston transfers the liquid from the sample
loop direct into the reactor container (Figure 3).
2.2. Experimentsandmeasurements
Diﬀerent sample loop volumes (100, 250, and 500µL) were
used to test the microdosing system under atmospheric pres-
sureaswellasunderhighpressureupto100bar.Onesample
loop volume is used to vary the dosed volume via one dosing
event. Liquid properties like viscosity and density essentially
inﬂuence the ﬂow resistances of the system capillary. Thus,
diﬀerent liquids are used to test the eﬀe c to fl i q u i dp r o p -
erties on the microdosing system. These liquids are water,
DMSO, and 1-octanol. Additionally, various measurements232 Journal of Automated Methods & Management in Chemistry
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Figure 4: Schematic drawing of the atmosphere-loop when the
multiports valves are in position B.
were carried out with the dosing system for characterizing
and proving its reliability.
The reproducibility is usually characterized by the pa-
rameters of the dispensed volumes after various dispens-
ing events. Results of the reproducibility measurements un-
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Figure 5: Reproducibility by using a 100µLs a m p l el o o p .
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Figure 6: Injection precision (CV) by using diﬀerent sample loops
under atmospheric pressure.
der atmospheric pressure are shown in Figures 5 and 6.
Figure 5 gives an overview of the results of successive dosing
events for sample loop with 100µL volume using diﬀerent
liquids. Figure 6 shows low CV% values between 0.7% and
5% from dosing average values for all tested liquids and sam-
ple loops. Generally, using sample loops with larger volumesAutomated Micro Dosing System for High Pressure Reactors 233
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Figure 7: Average of the injected volumes by using a 100µL sample
loop under high pressure.
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Figure 8: Injection precision (CV) by using 100µL sample loops
for all tested high-pressure values.
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Figure 9: Injection precision (CV) by using 25µLs a m p l el o o pf o r
all tested high-pressure values.
gives better reproducibility than using sample loops with
smaller volumes.
Secondly,theinﬂuenceofthehighpressureonthedosing
performance has been proven experimentally. As mentioned
abovediﬀerentsampleloops,liquids,andhigh-pressurecon-
ditions are used to test the microdosing system. The pres-
sure value varies from atmospheric pressure up to 100 bar in
stepsof25bar.Figure 7showstheresultsofsuccessivedosing
events for a selected sample loop (100µL). It shows that the
dosing volumes decreased slowly with increasing pressure.
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Figure 10: Injection precision (CV) by using 50µLs a m p l el o o pf o r
all tested high-pressure values.
The average value varies with the viscosity of the liquids. The
higher the viscosity of the liquid, the higher the average value
that can be dosed for the same sample loop. Figure 8 com-
pares the CV of dosing volumes for same dosing conditions.
It shows a slight increase in a CV with high pressure. The CV
increases from 2.7%–4.9% with water and from 1.5%–4.7%
with 1-octanol that has a higher viscosity.
In order to deﬁne the minimal volumes that can be han-
dled using the microdosing system, sample loops of 25 and
50µL volumes were used (Figure 9). These experiments were
done under either atmospheric or high pressure. The re-
sults obtained using a sample loop of 25µL show signiﬁcant
high errors. Higher values of the working high pressure gives
lower dosing precision. The dosing precision is under 12% of
sample loop volume under high pressure up to 50 bar then it
increases up to 19% by 100 bar. However, by using the sam-
ple loop of 50µL the results show that the microdosing sys-
tem can be used to handle a liquid volume up to 50µLw i t h
an acceptable dosing precision of < 10% (Figure 10).
3. CONCLUSION
A new microdosing method for liquid handling under high-
pressure environment has been presented in detail. An ex-
perimental evidence for its performance has been given too.
Diﬀerent liquids have been dosed in the miniaturized reac-
tion container. The container can be pressurized up to 100
bar. The precision of the dosing volumes was shown to be
within 5% of the diﬀerent sample loop volumes and high
pressure values that are used in these experiments. The dos-
ing precisions depend slightly on the high pressure and on
the viscosity of the liquids.
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